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System

Processor

Chipset

Memory

Hardware Monitor

Watchdog Timer

Expansion Interface

Supports 2 x Intel® Xeon® processor E5-2600 family CPU

Intel® C604

Supports 10 x 240p DDR3 UDIMM/RDIMM/LRDIMM slot, 

up to 320GB 1066/1333/1600MHz memory

Monitors system status, voltage, temperature and fan speed

1~255 sec./min. timer system reset or interrupt, setup by software 

3 x half-size PCIE x4 + 1 x half-size PCIE x8 

or 2 x full-size PCIE x4+1 x half-size PCIE x4 

or 1 x half-size PCIE x4 + 1 x full-size PCIE x8

Drive Bay

Serial ATA

SAS

CF

DOC/DOM

Storage

I/O Interface
PS/2

USB

Serial Port

Parallel Port

GPIO

1 x PS/2 keyboard/mouse port

6 x USB2.0 

1 x COM port, supporting RS-232 mode and serial port redirection,

brought out from COM2 on the motherboard

N/A

N/A

Model Number

Specifications

Features

Part Number

Ordering Information

Packing List

Description

Display

Ethernet
Chipset

Speed

Connecto

IPM

2 x Intel® 82574L 

10/100M/1000Mbps

2 x Rj45

1 x RJ45 for IPMI 100Mbps network management port

Mechanical and Environmental
Dimensions

Net Weight

Reliability

Safety

Operating Temperature

Storage Temperature

Operating Humidity

440mm(W) x 650mm(D) x 88.1mm(H) 

20.6Kg

MTBF≥10000h; MTTR≤0.5h

Meets the basic requirement of GB/4943

0℃~40℃ 

-40℃～70℃

40%-90%, non-condensing

Power
Power Supply

Power Consumption

Operating System
Windows OS

Linux OS

Windows 2008 Server

Linux Red Hat Enterprise 32bit, Linux RedHat Enterprise 64bit, 

(Linux kernel 2.6.18 or later)

Power supply: Input voltage/frequency: 220VAC/50Hz;

supports 500W/700W/900W redundant power supply 

95.3W (Standby) 

127.6W (Operate Burn-in-test) 

Resolution

Port

Up to 1920x1440

1 x VGA

Industrial 2U 19” Rack-mount Server

EIS-2203

Supports 2 x Intel® Xeon® processor E5-2600 family CPU

Supports 10 x 240-pin slot , up to 320GB memory

Supports 2 x 10/100M/1000Mbps, 1 IPM

Multiple expansion slots optional

Dimensions

1 x  AC power cable/RoHS(P/N: 1394-003811) 

42 x  Counter-sunk head screw/RoHS

8  x  Counter-sunk head screw/RoHS

1 x  Cooling Module/RoHS

1 x  Driver DVD/RoHS

1 x  Manual/RoHS

 

(P/N: 2391-001171) 

(2391-012001) 

(P/N: 1500-000651-08) 

(P/N: 2192-019211) 

(P/N: 2413-024141) 

8 x hot-swap 3.5" driver bay 

2 x SATA 3.0(6Gb/s) interface, 2 x SATA 2.0 (3Gb/s) interface

(optional), supporting RAID 0/1/5/10 (configured depending on 

the number of interfaces)

4 x SAS 2.0 interface, supporting RAID 0/1/10

1 x CF socket onboard

1 x DOM(IDE) onboard. The DOM and CF cannot be used at same 

time

Test
Vibration

Shock

EMC/EMI

5-200Hz/1.0g acceleration, amplitude 0.5mm (power-off status)

10g acceleration, 11ms duration

Radiation Disturbance: GB 9254-2008 Class A

Conduction Disturbance: GB 9254-2008 Class A

GB/T 17626.2.2006 ESD Level (2)

GB/T 17626.4-2006 Pulse Group Immunity Level (2)

GB/T 17626.5-2008 Surge (impact) immunity Level (2)

Complete PC/RoHS:NET-2814VD2N(B)/500W/E5-2620*1/ECC8G*1/ 500G*1/3*Half-Size PCIE X4/1*Half-Size PCIE X8

Complete PC/RoHS:NET-2814VD2N(B)/500W/E5-2620*1/ECC8G*1/ 500G*1/2*Full-Size PCIE X4/1*Half-Size PCIE X4

Complete PC/RoHS:NET-2814VD2N(B)/500W/E5-2620*1/ECC8G*1/ 500G*1/1*Full-Size PCIE X8/1*Half-Size PCIE X4

Complete PC/RoHS:NET-2814VD2N(B)/500W/E5-2620*2/ECC8G*2/ 500G*1/3*Half-Size PCIE X4/1*Half-Size PCIE X8

Barebone/RoHS:NET-2814VD2N(B)/500W/3*Half-Size PCIE X4/1*Half-Size PCIE X8

Barebone/RoHS:NET-2814VD2N(B)/500W/2*Full-Size PCIE X4/1*Half-Size PCIE X4

Barebone/RoHS:NET-2814VD2N(B)/500W/1*Full-Size PCIE X8/1*Half-Size PCIE X4

Barebone/RoHS:NET-2814VD2N(B)/500W/3*Half-Size PCIE X4/1*Half-Size PCIE X8

0010-045511

0010-045521

0010-045531

0010-059981

0020-057901

0020-057911

0020-057921

0020-058361

EIS-2203-01/E5-2620*1/ECC8G*1/500G*1

EIS-2203-02/E5-2620*1/ECC8G*1/500G*1

EIS-2203-03/E5-2620*1/ECC4G*1/500G*1

EIS-2203-04/E5-2620*2/ECC8G*2/500G*1

EIS-2203-01

EIS-2203-02

EIS-2203-03

EIS-2203-04

Unit:mm
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